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Introduction

This manual is designed to make installing and using the BODET Detect software as easy as

possible.

The Installation procedure section guides you through installing the software on your

computer.

The Using the software section takes you through the software's features.

The final section, Web interface, details the pages presented by a clock's web server.

The Glossary defines various technical terms used in this manual.
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| — About this software

BODET Detect is a monitoring and configuration program for Bodet clocks.

Monitored Bodet clocks are configured via a web interface. All clock parameters can be
remotely configured: illumination, alarms (shocks sustained, synchronisation, hand position, etc.), time

zone, and more.

BODET Detect can copy configured alarms from one clock to another:

- Synchronisation

- Hand position

- Shocks sustained

- Clock opened

- lllumination

- Battery status

- Loss of mains power

- Temperature
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Il — Installation procedure

1/ Choosing your language:

il B
W BodetDetect =R

Choisissez la langue
Choose a language

] L] lai
alca Anglais

I I Francais

Realisé avec WinDew OK : Annuler
b
2/ Personalised Installation.
Choose where to save the software on your computer.
rU BodetDetect - Installation A — - - - = L= )
ersior A4B

Welcome to the setup wizard of BodetDetect

This program will install BodetDetect on your computer.

We recommend that you close all the curent applications before running the setup program.

The application will be installed in directory:
C:\Program Files (x86)\BODET \BodetDetect

Powered by WinDev A
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-
# BodetDetect - Assistant d'installation ==

Sauvegarde des fichiers remplacés

Le programme d'installation peut réalissr une copie de sauvegarde des fichiers remplacés
lors de l'installation.

Cette sauvegarde est utilisée lors de la désinstallation ou en cas d'échec de l'installation
pour revenir a |'état précédent.

Réaliser la sauvegarde dans le répertoire :
Ci\Program Files (x86)\BODET\BodetDetect\Sauvegarde sas

Ne pas effectuer de sauvegarde

4~ Précédent Suivant = Annuler (8

Réalisé avec WinDev

[
W BodetDetect - Installation — o — —— - - ="

summary of setup

The setup will start now

0 Selected Options:
The setup will be performed in the following directory:
C:\Program Files (x86)\BODET\BodetDetect)

Selected type of setup: full setup

|
i
|
O 4~ Previous Install  +/ Cancel ()
r Al
W BodetDetect - Installation - — - - - ==
ersion: V1
Setup completed
Setup completed.
n Click 'Done’ to exit the setup program.
+/ Start the program
~/ Display an icon on the desktop (for all the users)
~/ Display an icon in the Start menu (for all the users)
|
If
|
|
Powered by WinDev Done 4

Quick installation installs the software with default settings.
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lll — Using the software

3.1 The overhead menu

” A G) (=

Home MIE files Language Info Quit

Press the Home button to go back to the software’s main menu.

Press the MIB Files button to import an MIB file.

Press the Language button to choose the software’s language (French or English). Any change is
effective immediately.

Press the Info button to display the Bodet logo, a link to Bodet’s website, or the version of the

software.

Press the Quit button to close the software without a reminder window.
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3.2 Layout

All clock configurations can be set up through the software shown below, or through the associated

web server.

R Boct Getec) b - P =<
IP device Hetwork interface Ml network interfaces =
] Devices name @/ Locat Model DHCP IP Address Mask Version Gateway DNS Alarms -
[7] | BODET-Exterieur-Accueil Profil 960 DF SUP Enable 172.17.10.53 255.255.000.000 | V1.1A15 14/05/14 | 172.017.240.234 | 172.017.020.001 Lighting failure
] | usine BEewct B 1 Multicast & CRISTALYS DATE SF SUP Enable | 172.17.10.210 | 255.255.000,000 | V1.1A1806/06/14 | 172.017,240.234 | 172.017.020.001 oK
[F] | Usine-Etuges-Bureau-Resp-Muticast Q CRISTALYS DATE SFSUP Enabie | 172.17.10.102 | 255.255.000.000 | V1.1A1806/06/14 | 172.017.240.234 | 172.017.020.001
(] | Usine-BEstect-Bureau-Routage-Multicast | [5) CRISTALYS DATE SF SUP Enable | 172.17.10.182 | 256.256.000.000 | V1.1A18 08/06/14 | 172.017.240.234 | 172.017.020.001
1 | Usine-BEeiect Bureau-Resp-Multicast a CRISTALYS DATE SF SUP Enable | 172.17.10.157 | 255.255.000.000 | V1.1A1806/06/14 | 172.017.240.234 | 172.017.020.001
[} il-petit-bureau-Unicast _] CRISTALYS DATE SF SUP Enable 172.17.10.77 255.255.000.000 | Vi.1A14 03/02/14 172.017.240.234 | 172.017.020.001
= s-Direc tion-Unicast & ) | CRISTALYS DATE SF SUP Enable 172.17.10.28 | 255.255.000.000 | V1.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
[F] | Usine-Bureau-Methodes-Unicast o } | CRISTALYS DATE SFSUP Enabie | 172.17.10.152 V1.1A18.06/06/14 | 172.017.240.234 | 172.017.020.001
[Pl | Usine-Salle-reunion-BE-Unicast 15 4 | CRISTALYS DATE SF SUP Enable 172.47.11.89 VA.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
[P | Usine-BureaueIpa- Usine-Unicast 5 |crisTALYS DATE 5 sup Enatie | 172.17.10.187 | 255.255.000.000 | V1.1A1806/06/14 | 172.017.240.234 | 172.017.020,001
1| usine-By - CRISTALYS DATE SF SUP Enable 172.17.10.72 255.255.000.000 | V1.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
] | usine: ) | CRISTAL'YS DATE SF SUP Enable 10. VI.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001 E
LT Usine s N W CRISTALYS DATE SFSUP Enable V1.1AT808/06/14 | 172:017,240.234 | 172:017.020,001
[ Usine- CeliuteTest-muticast [ » | CRISTALYS DATE SF SUP Enable VA.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
[F] | usine-Bursau-markaeting-muticast o CRISTALYS DATE SF SUP Enatie VA.1ATE 06/06/14 | 172.017.240.234 | 172.017.020.001
[F] | usine-Secretariat-Direction-Unicast 5] CRISTALYS DATE SF SUF Enable V1.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
[] | usine-Bureau-BEmeca-Multicast @ ) | CRISTALYS DATE SF SUP Enable V1.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
[ | usine-Bureau-Ordennancement-Unicast | (o) ) | CRISTALYS DATE SFSUP Enable VI.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
[F] | Usine-BEctect-Bureau3-muticast @ CRISTALYS DATE SF SUP Enabie VA.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
] | usine-BEGiect Bureau4.69-Muticast @ CRISTALYS DATE SF SUP Enabie | 172.17.10.196 | Z55.255.000.000 | V1.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
[[] | usine-Accuei-Mondist- Tokyo-Unicast 5] CRISTALYS DATE SF SUF Enable | 172.17.10.168 | 255.255.000.000 | V1.1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
[[] | usine-Accueil-Mendial-Faris-Unicast & ) | CRISTALYS DATE SF SUP Enable | 172.17.10.199 | 255.255.000.000 | V1.1A18 08/06/14 | 172.017.240.234 | 172.017.020.001
[T | Usine-Accueil-Mondial-London-Unicast | CRISTALYS DATE 5F SUP Enable 172.17.10.169 | 255.255.000.000 | V1.1A1806/06/14 | 172.017.240.234 | 172.017.020.001
[F] | Usine-Accuei-mondial-NewYork-Lnicast CRISTALYS DATE SF SUP Enable 172.17.10.193 X V. 1A18 06/06/14 | 172.017.240.234 | 172.017.020.001
09/03/2016  15:36:14

o Displays the names of the monitored clocks with each clock's DHCP status, IP address, subnet
mask, MAC address, network gateway and DNS address.

Opens the selected clock's homepage.

(2

e Opens a new program window (see below) to configure the network parameters of the
selected clock either manually or automatically (by checking Enable DHCP). If you do not have
a DHCP server, a default value is used (172.17.30.110). In this case the parameter values must
be entered in this window (with Enable DHCP unchecked).

a Saves a configuration as a .BOD file. Load or copy a configuration to one or several clocks.
When loading or copying a configuration, a new window will open so you can easily copy your
chosen backup settings:

Parameters selsction [

Enable or disable a parameter group
|| Toselect a group of settings, select the check box next to it.

| To disable a group of settings, clear the check box,
A il sheck bk means that part of the Tull group sstting is snablsd,

=5 [ Metwark
{75 [ 1P parameters (except fixe IP Address)
=05 [ Time

3 [ Time zone

{3 [ swnehronisation
5 [ sarm
| {23 [ shiwP parameters
| £ [ Enable slarms
| = [ Threshalds alarms
| i3 O relay
{3 [ Programmation
03 [ solstices

=5 [ System

= [ authentication

7 Cancel




9 Updates the configuration file.

BODET Detect Software | 9
Installation and User Manual

G Displays and refreshes the status for all clocks. Double-clicking on the indicated value opens a
new window summarising the status of the newly-installed clock:

Alarm Status

S Pp—— [E=EEE =
Alarms status
Device Usine-BEetect-Bureaut-Multicast
Status 00
N Synchro failure ~
i Temperature 4 W
| il
| il
N |
il fl
||
l
fl
(l
Close I
ol

Alarm Status Synchro failure:

A% - u_lg‘:‘ =
Alarms status
Device BODET-Exterieur-Accueil
Status 0001000000
| Synchro failure J
l Shock J W
I Open case pv 4 |
Ml Lighting failure |
Low lighting level
| Battery failure v, |
I Position control emor v,
Pawer failure v
i Temperature v
i Mairtenance batterie v
Il fl
fl
Close |
1l

Exports an Excel file including the following information: device name, DHCP status, IP address,
mask address, gateway address, DNS address, MAC address, clock type and software version
(including the launch date).

G Refreshes the list of devices detected on the network.

e Manually adds a new clock. For it to appear on the Device List table, click the Search

devices button.

When a clock is present on a local network, it is automatically detected once the software is launched

(if this is not the case, press the Search Devices button to refresh the list).

How to add a clock:

1/ Click on Add manually. The following window is displayed:

@

Manual addition

L s mae—— v m—

Add an ip adress
Add from range

Remove
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2/ Enter your clock’s IP address by clicking Add an IP address:

5 e o

. - —

(Add an IP address

Or scan the products on the network from a range of IP addresses by clicking on Add from range:

- w———— - - =)

Manual addition

Add an ip adress

Add from range

The presence of the padlock indicates that the clock is password-protected. This password is
used to access the web server, updates for the firmware and a copy of the parameters.

There are three Password management systems:
- 1. For the web server;

- 2. For configuring a clock;

- 3. For updating firmware.

In order to simplify management of the clocks, we strongly recommend applying the same password
to all clocks on your local network.

E.g.: when copying a configuration to several clocks at the same time, you will only be asked for your
password once. It is considerably simpler to enter a single password for 50 clocks rather than 50
separate passwords.

If your password is different for each clock, any copy operations are rendered impossible.

However, there is a way to set an identical password for all of your clocks.

This involves setting the configuration of one clock hand, then loading it to all of your devices,

remembering to tick the System checkbox (which contains the login identifier and password). The
login identifier and password will then be identical across all clocks on your local network.
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Glossary

IP address: An IP (Internet Protocol) address is a unique hierarchical address which enables any

device to be located on the Internet. It consists of four bytes (four integers in the range 0 to 255).

Network mask: The subnet mask indicates what part of the IP address is used to address the network,
and which is reserved for identifying a specific device on the network. In principle, the subnet mask does
not affect the data packets sent over the network by a device. However, it does affect the operation of
the local network software, by indicating how the IP address should be interpreted. There is a default
subnet mask for each type of address class, which indicates how the address should be interpreted in

the normal case. The following table lists the default masks:

Address class Subnet mask
A 255.0.0.0
B 255.255.0.0
C 255.255.255.0

DNS address: Every device or computer directly connected to the Internet has at least one IP address
assigned to it. However, rather than working with numeric addresses such as 194.153.205.26, users
prefer to deal with a domain name or more precise addresses (known as FQDN, Fully Qualified Domain
Names) such as "www.bodet.com".

These more easily memorable names are associated with numeric addresses through the system known
as DNS (Domain Name System).

Matching IP addresses to the associated domain name is referred to as domain name resolution (or

address resolution).

Gateway: A "gateway" is a hardware and software system which connects two networks, providing an

interface between different network protocols.

DHCP protocol: DHCP (Dynamic Host Configuration Protocol) enables a device or computer connecting
to a network to dynamically obtain its configuration (mainly its network configuration) without
intervention. The device only needs to be instructed to find its IP address via DHCP. The main purpose

of DHCP is to simplify network administration.

MAC address: A unique number identifying a network device. This is a unique hexadecimal number

identifying each hardware device: each manufacturer defines the MAC addresses for its own products.



